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(57) Abstract: The invention relates to a method and to a circuit arrangement for processing signals which are produced during 
disturbance-free examination of objects (12, 24), such as pipes or sheet metal, by reflecting ultrasonic waves at defective spots (20, 
AF) on the structure of the object (12, 24). Said method comprises the following steps: - a complete wave front is emitted on at 
least one section of the object (12, 24) which is to be examined by means of a plurality of independent transmitting elements (ELI 
- ELN); a wave reflected by the structure of the object is received by means of a plurality of receiving elements (ELI - ELN) which 
are independent from each other, the signals received by the receiving elements (ELI - ELN) are digitalised; the digitalised signals 
are stored in a storage element (SP) according to amplitude and propagation time. In order to detect defective points on the structure 
of an object in a faster manner with improved signal/noise ratio, the defective points (20) are detected by a phase-locked addition of 
the stored amplitude values of the propagation time. 
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(57) Zusammenfassung: Die Erfindung bezieht sich auf ein Verfahren und eine Schaltungsanordnung zur Verarbeitung von Signa- 
len, die bei der zerstorungsfreien PrUfung von Gegenstanden (12, 24) wie Rohren oder Blechen durch Reflexion von Ultraschallwellen 
an Fehlstellen (20, AF) der Struktur des Gegenstandes (12, 24) erzeugt werden mit folgenden Verfahrensschritten: - Aussenden einer 
kompletten Wellenfront auf zumindest einen zu pnifenden Abschnitt des Gegenstandes (12, 24) mittels einer Vielzahl unabhangiger 
Sendeelemente (ELI - ELN), - Empfangen einer von der Struktur des Gegenstandes reflektierten Welle mittels einer Vielzahl vonein- 
ander unabhangiger Empfangselemente (ELI - ELN), - Digitalisieren der von den Empfangselementen (ELI - ELN) empfangenen 
Signalen, - Speichern der digitalisierten Signale nach Amplitude und Laufzeit in einem Speicherelement (SP). Damit Fehlstellen der 
Struktur eines Gegenstandes bei hoher Geschwindigkeit und einem verbesserten Signal-/Rauschverhaltnis erfasst werden konnen, 
ist vorgesehen, dass die Fehlstellen (20) durch eine phasenstarre Addition der gespeicherten Amplitudenwerte langs einer Laufzeit 
erkannt werden. 



